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Weight (Density) Fluid Head Buoyancy
Degrees | Specific | Gallon Cubic Barrel | Pressure per Foot | Height per Pound Factor
API Gravity Foot
Pounds Lbs/ Sq In Feet Totally Immersed
60.0 0.739 6.16 46.1 259.0 0.320 3.13 0.906
59.0 0.743 6.20 46.4 260.0 0.322 3.11 0.905
58.0 0.747 6.23 46.6 262.0 0.324 3.09 0.905
57.0 0.751 6.26 46.8 263.0 0.325 3.08 0.904
56.0 0.755 6.30 47.1 265.0 0.327 3.06 0.904
55.0 0.759 6.33 474 266.0 0.329 3.04 0.903
54.0 0.763 6.36 47.6 267.0 0.330 3.03 0.903
53.0 0.767 6.40 47.9 269.0 0.332 3.01 0.902
52.0 0.771 6.43 48.1 270.0 0.334 2.99 0.902
51.0 0.775 6.46 48.3 271.0 0.336 2.98 0.901
50.0 0.780 6.51 48.7 273.0 0.338 2.96 0.901
49.0 0.784 6.54 48.9 275.0 0.340 2.94 0.900
48.0 0.788 6.57 49.2 276.0 0.341 2.93 0.900
47.0 0.793 6.61 49.5 278.0 0.343 2.92 0.899
46.0 0.797 6.65 49.8 279.0 0.345 2.90 0.898
45.0 0.802 6.69 50.0 281.0 0.348 2.87 0.898
44.0 0.806 6.72 50.3 282.0 0.349 2.87 0.897
43.0 0.811 6.76 50.6 284.0 0.351 2.85 0.897
42.0 0.816 6.81 50.9 286.0 03354 2.82 0.896
41.0 0.820 6.84 51.2 287.0 0.355 2.82 0.896
40.0 0.825 6.88 51.5 289.0 0.357 2.80 0.895
39.0 0.830 6.92 51.8 291.0 0.359 2.79 0.894
38.0 0.835 6.96 52.1 292.0 0.362 2.76 0.894
37.0 0.840 7.01 52.4 294.0 0.364 2.7 0.893
36.0 0.845 7.05 52.7 296.0 0.366 273 0.892
35.0 0.850 7.09 53.0 298.0 0.368 2.72 0.892
34.0 0.855 7.13 53.3 299.0 0.370 2.70 0.891
33.0 0.860 7.17 53.6 301.0 0.372 2.69 0.891
32.0 0.865 121 338 303.0 0.375 2.67 0.890
31.0 0.871 7.26 54.3 305.0 0.377 2.65 0.889
30.0 0.876 7.31 54.7 307.0 0.380 2.63 0.889
29.0 0.882 7.36 551 309.0 0.382 2.62 0.887
28.0 0.877 7.40 55.4 311.0 0.384 2.60 0.887
27.0 0.893 7.45 55.7 313.0 0.387 2.58 0.886
26.0 0.898 7.49 56.0 315.0 0.389 2.57 0.885
25.0 0.904 7.54 56.4 317.0 0.392 2.55 0.885
24.0 0.910 7.59 56.8 319.0 0.394 2.54 0.884
23.0 0.916 7.64 57.2 321.0 0.397 2.52 0.883
22.0 0.922 7.69 57.5 323.0 0.399 21 0.883
21.0 0.928 7.74 57.9 325.0 0.402 2.49 0.882
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Weight (Density) Fluid Head
Degrees | Specific Cubic c Boysncy
API Gravity Gallon Foot Barrel Pressure per Foot | Height per Pound Factor
Pounds Lbs/SqIn Feet Totally Immersed
20.0 0.934 7579 58.3 327.0 0.405 2.47 0.881
19.0 0.940 7.78 58.7 329.0 0.407 2.46 0.880
18.0 0.946 7.89 59.0 331.0 0.410 2.44 0.879
17.0 0.953 7:95 59.5 334.0 0.413 2.42 0.879
16.0 0.959 8.00 59.8 336.0 0.416 2.40 0.878
15.0 0.966 8.06 60.3 339.0 0.419 2:39 0.877
14.0 0.973 8.11 60.7 342.0 0.421 2.38 0.876
13.0 0.979 8.16 61.0 343.0 0.424 2.36 0.876
12.0 0.986 8.22 61.5 345.0 0.427 2.34 0.874
11.0 0.993 8.28 61.9 348.0 0.430 2.33 0.874
10.0 1.00 8.34 62.4 350.0 0.433 2:31 0.873
Degrees 1.01 8.40 62.8 353.0 0.436 2.29 0.872
APT or 1.03 8.60 64.3 361.0 0.447 2.24 0.869
Pure 1.06 8.80 65.8 370.0 0.457 2.19 0.866
Water 1.08 9.00 67.3 378.0 0.468 2.14 0.862
1.10 9.20 68.8 386.0 0.478 2.09 0.860
1:13 9.40 70.3 395.0 0.488 2.05 0.856
Salt 1.15 9.60 71.8 403.0 0.499 2.00 0.853
Water 1.154 9.625 72.0 404.0 0.500 2.00 0.853
1.18 9.80 733 412.0 0.509 1.96 0.850
1.20 10.0 74.8 420.0 0.519 1.93 0.847
1:22 10.2 76.3 428.0 0.530 1.89 0.844
1.25 10.4 77.8 437.0 0.540 1.85 0.841
1.27 10.6 79.3 445.0 0.551 1.81 0.838
1.29 10.8 80.8 454.0 0.561 1.78 0.835
1.32 11.0 82.3 462.0 0.571 1.75 0.832
1.34 11:2 83.8 470.0 0.582 1.72 0.829
1.37 11.4 85.3 479.0 0.592 1.69 0.826
1.39 11.6 86.8 487.0 0.603 1.66 0.823
1.41 11.8 88.3 496.0 0.613 1.63 0.820
1.44 12.0 89.8 504.0 0.623 1.61 0.817
1.46 12.2 91.3 512.0 0.634 1.58 0.814
1.49 12.4 92.8 521.0 0.644 1.55 0.810
1:51 12.6 94.3 529.0 0.655 1.53 0.808
1.53 12.8 95.8 538.0 0.665 1.50 0.804
1.56 13.0 97.2 546.0 0.675 1.48 0.801
1.58 13.2 98.7 554.0 0.686 1.46 0.798
1.61 13.4 100.0 563.0 0.696 1.44 0.795
1.63 13.6 102.0 571.0 0.706 1.42 0.792
1.65 13.8 103.0 580.0 0.717 1.39 0.789
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